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INTRODUCTION

System Requirements

An IBM compatible notebook computer
with 486 or faster processor with CardBus
supported socket.

Drivers and utilities provided with this
product

PCMCIA PC Card compliant Card
Services and Socket Services

100Base-TX Fast Ethernet or 10BaseT
Ethernet connectivity to your local area
network.

Operating Systems

Windows 98SE/ME, Windows 2000, XP



INTRODUCTION TO CARDBUS

Cardbus is the next generation 32-bit version
issued by PCMCIA PC Card standard. In
addition to support a wider bus (32 bits
instead of 16 bits), CardBus also supports bus
mastering and operation speeds up to 33
MHz. The 132MBytes bus transfer rate
(compares with legacy 16-bit I/0 PC Card,
20MByte) provides the mobile user to enjoy
the high-bandwidth network connection.

A Mobil computer, which equipped with
CardBus and properly configured is the
fundamental requirement to use the CardBus
10/100M PC Card. To make sure about this
point, please follow the guideline listed below:

= Cardbus is designed to support both
16-bit and Cardbus Card. But the legacy
16-bit PC Card slot couldn't accept the
CardBus PC Card. In order to prevent the
wrong operation, CardBus is thus
developed with particular mechanical
consideration to prevent it fit into the
legacy 16-bit PC Card Slot. If you can't
insert the CardBus 10/100 PC Card into
the slot firmly reaching the bottom, your
notebook probably hasn’t the capability to
support CardBus technology. Please
check your notebook manual for detail
information.



Due to variant design of notebook
computers, some models implement a
setting in the Computer’s BIOS to switch
between Cardbus and 16-bit PC Card
modes. You could consult the User’s
Guide of your notebook and properly set
on the CardBus or Auto_Detect mode.



HARDWARE INSTALLATION

Inserting the CardBus Dual-Speed PC
Card

1. Hold the CardBus PC Card with wide
connector toward the slot and the brand
label facing upward.

2. Insertthe CardBus PC Card and push it
firmly into the bottom. (Please see the
figure on the next page for reference)

Removing the CardBus Dual-Speed
PC Card

Is quite different for various computer
mechanical designs. Please refer to the PC
Card removal instruction in the document for
your notebook computer.

Connecting to the Network

Connect RJ-45 port of the CardBus 10/100
Ethernet PC Card Adapter to the Category 5
Network cable before loading any network
driver.

= For operation in the 100Mbps
(100Base-TX) Ethernet network, a
Category 5 unshielded twisted pair (UTP)
cable should be used to connect between



the RJ-45 port and 100Mbps hub or
switch.

» For operation in the 10Mbps (10Base-T)
Ethernet network, Category 3, 4 or 5
unshielded twisted pair (UTP) cable could
be used to connect between the RJ-45
port and a 10Mbps hub or switch.

LED Indicators

1. RJ-45 port: connects to the Category 5
Ethernet Network Cable.

2. LINK 10 LED indicator: glows green
when operated in the 10Mbps Ethernet
network.

3. LINK 100 LED indicator: glows green
when operated in the 100Mbps Ethernet
network.

4. ACT LED indicator: blinks orange when
the CardBus 10/100 Ethernet Attached
Port PC Card Adapter is
transmitting/receiving data.



SOFTWARE INSTALLATION

Installation for Windows 98

1.

When the PC Card is well inserted into
the PC Card slot in your computer, the
following picture will appear
automatically and prompt you to insert
the new device driver. Click Next to
proceed.

Add New Hardware Wizard

This wizard searches for new drivers for

TN KRR NI AN KA H A

A device diiver is a software program that makes a
hardwiare devics work,

ZpEe Cancel |

Select Search for the best driver for
your device (recommended) and click
Next.

Add New Hardware Wizard

“wihat do pou want Windows to do’?

= Baarch for i
[Recommen

€ Display a lst of sl the diivers in & specific
lacation, so you can select the diiver you want

< Back I Next > I Cancel
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3. Select Floppy disk drives and click
Next to proceed searching.

Add New Hardware Wizard

windows will search for new diivers in its diiver database
on your hard diive, and in any of the following sslected
lacatiarrs, Click Mex! ta start the search.

¥ Eloppy disk diives
1= | GOeR0H dive
I= | Hicrosoft titdows Update:

I~ pecity a location’
@ o
Elclisen:

<Back [ News | Cancel |

4. Windows has found the appropriate
driver for the new device. Click Next to
install.

Add New Hardware Wizard

“windows driver file search for the device:

OOOU XK OOCOOOUXERRX
Ywfindows is now ready to install the best driver for this
device. Click Back to select a different driver, or click Next
ta continue.

Lacation of driver

ﬂ ERYS S S v

< Back

Cancel I

5. Click Finish. The PC Card driver
installation ~ will be  successfully
completed.



6. Click Yes to restart your computer.

System Settings Change

(2)

Cre ] w |




Installation for Windows 2000

1. When the PC Card is well inserted into
the PC Card slot in your computer, the
following picture will be appeared on the
screen automatically. Click Next to
proceed.

‘Welcome to the Found New
Hardware Wizard

Thes e s o sl chovmce chrew s
harerse device.

To continue. chek Nest

2. Select Search for a suitable driver for
my device (recommended) and click
Next.

Install Hardware Device Drivers Gt
A, dracom dhrvre 14 8 sty puog aem Bl mabies: @ b dervice Lo wecrk et [
1 Oper st
o e vl remelete el aden b the deier:

@‘ Fiheunet Contoles
a Wi

pree _ ica. Toloeats divet e 0
rutslation chel Meat.
what do you wand the waad ko da?

7 Gaaich Ton & sable chived boe fy device [lecommmended]

D 8 Bt of s v Bk o W o s thd | et

Giver
Bk I et 5 I Cancel

3. Insert the new device driver to the disk
drive and click Next. Windows will start
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searching for the appropriate driver for
the PC Card.

Locoto Driver Files - .

Wait for a while until Windows has found
the appropriate driver.

Driven Files Smarch Rosults

Click Yes to continue.
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tal Signature Not Found

The Microsoft digital signature affims that software has
been tested with \windows and that the software has not
been altered since it was tested

The software you are about to install does not contain a
Microsoft digital signature. Therefore, there is no
guarantee that this software warks comectly with
Windows.

BRI KRR KK KRR R

1f you want to search for Microsoft digitally signed
software, visit the Windows Update Web site at
it/ Awindowsupdate microsoft cam bo ses if one is
avallable.

Do you want to continue the installation?

Mo | Hore Info |

6. Click Finish.

installation is successfully completed.

o e Huarddwars Wizard

Completing the Found New
Hardware Wizard

~

‘Windows has firihed inataling the scitwasrs or this device.

T chosa Bhis veard, chek Firith,

ez [ | o |
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The PC Card driver



Installation for Window ME

1. Once the PC Card is well connected to
your computer, Windows ME will
automatically detect the new device.
Select Specify the Location of the
driver... and click Next.

RO Byoor
media, inzar it now and chck Newt
Whint wousld you B tn do?

3

% fipach e locaton of the dimer (Advanced]

g |

2. Insert the device driver disk into the
floppy disk drive on your system.
Select Removable Media (Floppy,
CD-ROM...) and click Next.

Add New Hardware Witarnd

your hard derve, and in amy of the illowing selected locations

= Semrch far the best diner laryour deace
{Apcammandad)

™ Diepley & fist of all thir divrs in & spocfic location. &6 you
o nelect th s

3. Click Next to continue.
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Windows dinsar file search lor the dinace

cBock [ Foaas I Cancal |

Windows will copy the appropriate
driver to your system. If Windows ME
asks you to supply your original
Windows ME installation CD-ROM,
load it on the CD-ROM drive.

Click Finish to complete the software
installation.

-13-



Installation for Windows XP

1. Once the device is well connected,
Windows will detect the new device
and prompt you to insert the network
device driver. Click Install from a list
or specific location... and click next.

Found New Hardware Wizard

‘Walcome to the Found New
Hardware Wizard

Thes wind bk you wiatal sultrre for

...... FE KAALAXE

*] W pow hosdwane came with an installation CO
< ot Moppy deck. mson it now.

‘What o pou wand the wizid to do?
2 kol o coivass sbcraticoaly [Flacomsmched]

() irtal From a Wik o1 gpecife loc siion Pdvarced]

Click Meat 1o continue

Hewd » Corcel |

2. Insert the device Driver Disk into the
floppy disk drive of your system.
Select Search for the removable
media... and click Next.

Found New Hardware Wizard

Pleate choote pour search snd installation oplions.

) Setch for the Bt diver i theve ket stont

Use the check beues below o limit or expand the defoul search, which includes kol
s and rmovable modk. The best dmves boured vl be mstaled

[F] Search serrrvble ek [logpy, CO-ROM. |
[ Inchude thit ko ation in the search:

(2 Prorit smarch | vl chooss the diver 1o instal

Chasesem that opson b sbac s dharvace dhrvose hosm 3 kel Wirioers e rud grae v thil
the dives you chogte vl be the beat match for yous hardvae.

T (o]
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3. Windows will start searching for the
appropriate driver for the installation.
When the screen appears as below,
click Continue Anyway to proceed.

Hardware Installation

L E The software wou are installing for this hardware:

HHHEKHHKERHEKKHH KR KR KK E K LK KR

has not passed Windows Loga testing to verify its compatibiliy
with Windavs XP. [Tell me why this testing is important. )

Continuing your installation of this software may impair
or destabilize the corect operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

|_Continue aryway | [ ETOP Instalition |

4. Wait for seconds while Windows
copies the appropriate driver to your
system.

5. Click Finish. The software installation
for this network device is now
completed.

Found Mew Hardwara Wizard

Complaling the Found New
Hardware Wizard

The wizard has finished inctaling the solftree for

munn llllll AAAEAE EAXAELELAAN

Installation for Novell NetWare

1. Atthe DOS prompt type Start under the
path \NETWARE.
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The installation program will
automatically proceed.

Follow Novell's instructions on using
ODI programs.

Enter login at the Netware login prompt,
e.g. f:login>.

Type your user name and password.

The connection is made.

-16 -



SPECIFICATIONS

Network Interface Specifications:

= 10Mbps Ethernet:IEEE 802.3 standard
10BaseT baseband CSMA/CD local
area network.

= 100Mbps Ethernet:IEEE 802.3u
standard 100Base-TX baseband
CSMA/CD local area network.

= 20/200Mbps full duplex support

=  Autonegotiation between all four
operation modes.

Host Interface:

= Cardbus PC Card Standard compliant.
= Type Il PC Card form factor

Power Requirements:

= Normal Operation:+3.3V DC, 10M:
107mA Max; 100M: 104mA Max

= |dle Mode:+3.3V DC, 98mA max
General Specification:
= LEDs: ACT, LINK10, LINK100
= Environments Ranges:
Operating:32°F to 140°F (0°C to 60°C)
Storage:-4°F to 158°F (0°C to 70°C)
Humidity:10% - 90%, noncondensing
= Certifications:
FCC, Part 15, Class B
CE Mark (EN55022, EN55024, ClassB)
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