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Check your package contents

PLI-1010 HomePlug USB Adapter
One USB Cable

Installation CD

QIG

Physical Description

LNK - Indicate connected with powerline network
ACT - Indicate powerline activity
COL - Flash when a collision is detected

USB — The USB jack is where you will connect the USB cable




Software Installation

Insert the Installation CD-ROM into the computer's CD-ROM drive. The setup utility
should run automatically. If it does not, click the start button and choose Run. In the box
that appears, enter D:\setup.exe (Where D is the letter of your CD drive).

The CD will launch an installation utility then follow the instruction in the installation
utility.
Click “Next”

- Installihield Wizsid

The Installshield(R) Wizard will install LevelOne PLI-101E
Ltilities an wour computer. To conkinue, click Mext, h

{
WARMIMG: This program is protected by copyright law and
international treaties. !




Input “User Name/Organization” and click “Next” to move on to the next step.

ser Marme:

organizakion:
fronE

Install this application for:

i+ arvone who uses this computer (all users)

" only For me (USER)

Installshield

< Back ( W’ Cancel




Select “Install” to start the installation.

IF waou wank bo review of change any of your installation settings, cick Back, Click Cancel ko
exik the wizard.

urrent Setkings:

Setup Type:

Destination Falder:
C:\Program Files|LevelOne PLI-10100

ser Infarmation:
Marme: USER

Comparny: NONE

Installshield S "

N\

L dnstall Cancel |




When prompted by the install utility, Plung in the powerline AC prong.

Plug the AC prong into an AC outlet.

Plug the supplied USB cable into the USB jack and an available USB port on your PC.
<Note> Do not plug the device into a UPS or power strip with surge protection.

Connect Hand ware

geiiint

To complete the installation of wour
PLI-1010 USE adapker plug it inko
an USE park on wour PO now,

If this is the First kime this adapter
has been installed, the Windows
Found Mew Hardware Wizard will
launch. Caomplete the wizard and
press the Ok butbon below when
finished.




Click “Finish” to exit the installation utility.

The InstallShield Wizard has successfully installed
PLI-1010 Utilities, Click Finish to exit the wizard.

Zance| |

You may be asked to restart your computer. Click “Yes” to restart now, or click “No” to
restart later.

I.:r‘l LevelOme PLI-1010 Utilities Installer Information

Yau must restart your systern For the configuration
changes made to LevelOne PLI-1010 Utiities to take
effect, Click Yes to restart now or Mo if yvou plan to
restart later,

The installation of PLI-1010 complete.



Using the LevelOne PLI-1010 Utility

Click the “LevelOne PLI-1010 Utility " icon to run the utility.

Introduction

The LevelOne PLI-1010 Utility for powerline networking enables the user to find devices
on the powerline network, measure data rate performance and ensure privacy by setting
a user defined network private password.

This utility gives you the capability to set up a network password on the local device
Connected to the computer where the utility is running. It gives you as well, through the
advanced option, the capability to set up a network password remotely on other devices
through the power line.

Before running this utility, make sure that a powerline device is properly installed and
connected to your computer.

Running the utility

To run the utility, double click the LevelOne PLI-1010 Utility icon on your desktop.

The wizard has five different dialog screens options accessible through the following tabs:
Device, Network, Security, Advanced and About. In the coming sections, we will explain
the purpose and the functionality of each of them.



Device dialog screen

The Device dialog screen provides a list of your powerline devices connected to the
computer where the utility is running and average data rate performance of your
powerline network.

Initially, the wizard starts the Device dialog screen.

Powerline Hetwork Configuration Utility

Device l Netwnrk] Se-:urit_l,l] .ﬁ.dvanced] About ]

State: |Eu:unneu:ted bo O0:05:B4:23:37:4d

The powerline devices connected to your PC are shown below, 'ou can
zelect a desired local device from the list, and click the 'Connect’ button to
access polr nebwark.

Device | MAC address |
Intellon IMTE1:1 [LUSE] 00 05:bd: 23:31:4d
Refrezh Connect

Link Gluality: Excellent
EERNARRNARRNARRNARRNARRNARRNARRNARRNARRRARENE

k. | Cancel

Once the analysis is done, a screen similar to the following figure.

In the text list box, it reports back all powerline devices found that are locally connected
to the computer where the utility is running.

In most cases, one device only is listed.

In case you have more, click on one of them and hit Connect. Make sure that the state
box indicates that your PC is connected to the same device. Now you are ready to
manage the powerline network connected to this device, ensure its privacy and measure
its data rate performance.

Press Refresh button to refresh the search of the powerline devices connected to your

computer.
The progress bar will change into a status bar indicating the network average data rate.




Powerline Hetwork Configuration Utility

Device l Netwnrk] Se-:urit_l,li .ﬁ.dvanced] About ]

State: 1Ennnected bo O0:05:B4:23:37:4d

The powerline devices connected to your PC are shown below, 'ou can
zelect a desired local device from the list, and click the 'Connect’ button to
access polr nebwark.

Device 1 MAC address ]
Intellon IMTE1:1 [LUSE] 00 05:bd: 23:31:4d
Refrezh Connect

Link Gluality: Excellent
[FERNENENEERNAERNEERNESENEENNENNEBRNANRNERENE

k. | Cancel
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Network dialog screen

The Network dialog screen provides detailed information about your powerline network.
The test list box shows all powerline devices found on your powerline network identified
by their MAC addresss. A second column indicates their date rate measurements in

Mbps.
Press Scan Powerline Network button to refresh the listed information.

Powerline Network Configuration Utility

Device Metwork l Seu:urit_l,l] .ﬁ.dvanced] About ]

The following devices are located on wour
poverling netwark.

MAC Addiess | Data Rate (Mbps)
00:05:b4:20:55:55  14.00
00:05:64:20:11:11  14.00
00:05:64:20:00:14  14.00

i Scan Powerline Metwork,

k. Cancel

Note:
In case a powerline device in your home is not listed in the screen above, make sure that

its network password has not been made private previously with a different password

than your current private network password.
You can always reset a powerline network password to a universal on by running the
Configuration utility on the PC attached to this device and choose “HomePlug” as the

network password.

11



Security dialog screen

All powerline devices are shipped using “HomePlug” as a network password. The
Security dialog screen allows you to change this network password and set your own
private password and apply it to the powerline device connected to the computer where
the utility running.

Hit Restore default button to restore the original network password “HomePlug” and
apply it locally.

Hit Set Local button to change the network password locally.

Powerline Network Configuration Ltility

Device] Metwork, 5 ecurity l.-’-‘-.dvanu:ed] Aot ]

E niter your own private pazsword in the Metwork,
Pazsword bow below. Press the Set Local button ko
zet the local device pazsword.

Mate that you will need to zetup each device on pour
pawerling netwark, with the zame Metwork, Pazsward.

Metwark. Paszward

|H|:umeF'Iug

Set Local |

k. Cancel

Note:

Your private network password must have between 4 and 24 characters. The password
is case sensitive. The password can include any letters of the alphabet, number or
punctuation marks. Remember this password as it will be needed when adding other
devices to the network later.

12



Advanced dialog screen

The Advanced dialog screen allows you to set up a network password remotely on other
powerline devices through the powerline.

Type your private network password into the Network Password text box.

The other devices on the network with powerline capabilities will have a different
password printed on either the box itself. Find the passwords for all devices you want to
manage and type them one by one into the Device Password text box and hit Add. This
will add the passwords to Remote Passwords text list box and set them to the currently
defined Network Password.

Note: The device must be present on the powerline in order for the password to be
confirmed and added to the Remote Passwords list.

The Status indicates whether each device is successfully set to the Network
Password.“OK” indicates success while “Fail” indicates a failure.

Hit Set All to apply your private network password to all devices that are listed in the
Remote Passwords text list box and to your local device connected to the computer
where the utility is running as well.

Select a password and hit Remove to remove it from the list.

Powerline Network Configuration Ltility E|
Device ] M etwork ] Securty  Advanced l Aot ]
Femote Pazswords
Metwork, Pazswaord
Paszword | Statusg |
20020005B 4205555 (] |HDIT|EF'|UEI
20020005E 4201111 (]
20020005B 4200014 (]
Device Password
|2EIEIEEIEIEIEE= 4200108
Add
The unique pazzword printed at
label on each device
Set Al Remove

k. Cancel
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