How to update Firmware
Please refer to how to update Operation Code Version: 1.5.2.42 (for GTL-2881/ GTL-2882/ GTP-

5281 Hardware version: 1)
1. System >> File >> Action:

GTL-2881 Link Up

Ellevelone

System > File
¥, System
General Anlon:"Sel Start-Up

Link Down M Admin Down

unit ()

lode LG0T

Switch
Capability
File

Time -
Console o runtime.bix

Telnet ) Factory_Default_Config.cfg
CPU Utilization o startup1.cfg
Memory Status
Stacking
Reset

> Interface

> VLAN

> MAC Address

> Spanning Tree

> Traffic

> Security

> Administration

> P

> IP Service

> Multicast

File List Total: 3

2. Click to Action: Copy

GTL-2881 Link Up

Ellevelone

System > File
General
Switch LU LU Set Start-Up
Capability Show
° File Copy
Time Automatic Operation Code Upgrade
Console
Telnet
CPU Utilization
Memory Status
Stacking
Reset
> Interface
> VLAN
> MAC Address
> Spanning Tree
> Traffic
> Security
> Administration
>P
> IP Service
> Multicast
> Routing Protocol

runtime.bix
Factory_Default_Config.cfg
startup1.cfg

GTL-2881 Link Up

Ellevelone

System > File
General

Link Down ™ Admin Down

Operation Code
Config File
Config File

Apply

2016-09-01 16:33:08
2000-12-31 00:01:30
2000-12-31 00:04:06

Revert

15558656
476
2068

unit (KB

LLEY Active

Switch Action: | Copy

Operation Code
Config File
Config File

Apply

Link Down M Admin Down

2016-09-01 16:33:08
2000-12-31 00:01:30
2000-12-31 00:04:06

Revert

15558656
476
2068

unit (D)

[LE) Active

Capability
@ File Copy Type

Time
Console
Telnet
CPU Utilization
Memory Status
Stacking
Reset

> Interface

> VLAN

> MAC Address

> Spanning Tree

> Traffic

> Security

> Administration

> P

> IP Service

> Multicast

> Routing Protocol

Destination File Name

Running-Config %

©| startupt.cfg ¢

Apply

Revert




4. Select to HTTP Upload

GTL-2881 Link Up Link Down ™ Admin Down

— unit (D

Ellevelone (U Active

System > File
General
Switch Action: | Copy
Capability
File Copy Type v Running-Config
Time TFTP Upload
Console Destination File Name TFTP Download
Telnet HTTP Upload
CPU Utilization HTTP Download
Memory Status g: Upload
Stacking DW"M

Reset
> Interface
> VLAN
> MAC Address
> Spanning Tree
> Traffic
> Security
> Administration
> P
> IP Service
> Multicast
» Routing Protocol

Apply | Revert

5.firmware upload

0 A FR2| 19216811

o~
s 192.168.1.1 B

GTL-2881

unit (D

Ellevelone 3 “ = o Active

System > File

Y System
General Action: | Copy +
Switch
Capability Copy Type HTTP Upload ¢
File
Time
Console Source File Name IR Levell-L3lite_V1.5.2.42.bix
Telnet Destination File Name
CPU Utilization
Memory Status
Stacking Note: During firmware upload, the switch may not rAgpond to commands foy couple of minutes.
Reset

> Interface Revert

> VLAN

> MAC Address

> Spanning Tree

> Traffic

> Security

> Administration

>P

> IP Service

> Multicast

File Type Operation Code #

Level1-L3lite_V1.5.2.42.bix

6. Click to ok

192.168.1.1 MR

7. During firmware upload, the switch may not respond to commands for a couple of minutes.
Check the upload progress

O A FR2| 19216811

GTL2881  mLnkUp = LikDown 1 Admin Down

Elievelone

Systom> File
¥ sysem

Genors Acion: | Copy

e
Capaniny Copy Type HITP Upioad
*Fie

T FieType Gpwration Code ¢

Console Source File Name AR Lovelt 3o V15242500

Tenet Destination Fle Name

CPU Uttzston

© LoveitLo Vi 52420

Nemory Sats

stacng ke Durng frmwarsuplsc. e swich may 20 commants for e

Reset
> rtrtace sooty
>vuan
> MAC Adress
> Sparving Tree

faueation satings or reconbgure the
o being saved.




8. Click to ok

192.168.1.1 R

GTL-2881 Link Up Link Down M Admin Down

Unit

Ellevelons pwyluw ¥ LU0 Active

System > File
Y system
General Action: | Set Start-Up
Switch
Capabilty File List Total: 4

Level1-L3lite_V1.5.2.42.bix Operation Code 2000-12-31 02:09:31 15760628
runtime.bix Operation Code 2016-09-01 16:33:08 15558656
CPU Utilization Factory_Default_Config.cfg Config File 2000-12-31 00:01:30 476
Memory Status (-] startup1.cfg Config File 2000-12-31 00:04:06 2068
Stacking
Reset Apply Revert
> Interface
> VLAN
> MAC Address
> Spanning Tree
> Traffic
> Security
> Administration
>P
> IP Service
> Multicast

10. Check if Start-Up shows Y

GTL-2881 M Link Uj
P unt (D

Elievelone CJ ] ] T8 Active

System > File
¥ system
General Action: | Set Start-Up
Switch
Capability File List Total: 4
3 File

Time
Operation Code 15760628
Console

Telnet runtime.bix Operation Code :33: 15558656
CPU Utilization Factory_Default_Config.cfg Config File 2000-12-31 00:01:30 476
Memory Status -] startup1.cfg Config File 2000-12-31 00:04:06 2068
Stacking
Reset Apply Revert

> Interface

> VLAN

> MAC Address

> Spanning Tree

> Traffic

> Security

> Administration

>P

> IP Service

> Multicast

11. reload the switch.

GTL-2881

0O (A FRZ| 19216811

192.168.1.1 BiR

unit (§D)

Flievelone 3 “ = N cive

System > Reset
¥,system

General
Switch System Reload Information:

No configured settings for reloading.

Capabilty
File

Time
Console System Reload Configuration:
Telnet

CPU Utiization
Memory Status
Stacking
Reset
> Interface

> VLAN

> MAC Address
> Spanning Tree
> Traffic

> Security

> Administration
>IP

> IP Service

> Multicast

Refresh  Cancel

ResetMode | Immediately &

Revert




12.Check if there is an update to Operation Code Version: 1.5.2.42

GTL-2881 Link Up Link Down ™ Admin Down

unit (KD

Elievelone e (S = 0 (2 Active

System > Switch
¥ System

General Main Board Information
@ Switch

Capability Serial Number 00116BC5FO0F5

File Number of Ports 28
Time
Console
Telnet
CPU Utilization Redundant Power Status Not present
Memory Status

Stacking Management Software Information

Reset Role Master

>
Interface EPLD Version R00 V0.08
> VLAN

» MAC Address Loader Version 06.2.2
> Spanning Tree Diagnostics Code Version 0.0.0.1

>
Traffic Operation Code Version 15.2.42
> Security

> Administration Temperature List Total: 1

> |P Service

1

Hardware Version

Main Power Status Up

> Multicast




