Upgrade procedure for WAB-1000
Digital Data Communications Asia Co., Ltd.
8F, No. 41, Lane 221, Gang-Chi Rd, Nei-Hu Dis., 114, Taipei, Taiwan
Http://www.digital-data.de ; Http://www.level1.com

Step 1: Login to the web management from WAB-1000’s WAN port.
Ex: https://192.168.254.254
d server - M Internet Explorer.

& @ @ z;\_| /:hl Search ‘::1'\? Favorites {ﬁ [Ef:v kj;.'. ___:i 3

Address | &) https: /{192, 168.254,254

@ The page cannot be displayed

The page yvou are looking for is currently unavailable. The Web

site might be experiencing technical difficulties, or you may need

to adjust your browser settings,
Connect to 192.168.254.254

=
=

bR

Please try the following:

E-

e Click the Refresh button, or try again later.

& If you typed the page address in the Address bar, | Wireless AP4+Bridge - Version 3.0
sure that it is spelled correctly.

#® To check your connection settings, click the Tools} User name: |g crypko v|
and then click Internet Options. On the Connec
tab, click Settings. The settings should match thof Password: | sessssns| |
provided by your local area network (LAN) admini
Internet service provider (ISP), [IRememher my password

& See if your Internet connection settings are being
You can set Microsoft Windows to examine your ng
and autornatically discover network connection sef]

yvour networlk administrator has enabled this settin [ QK ] [ Cancel
1. Click the Tools menu, and then click Inten
Options.

Z. ©nthe Connections tab, click LAMN Settings.
3. Select Automatically detect settings, and then
click OK.

* Some sites require 128-hit connection security. Click the
Help menu and then click About Internet Explorer to
deterrmine what strength security you have installed.

e If vou are trying to reach a secure site, make sure your

Security settings can support it, Click the Tools menu, and
thar Alicl: Tntasnat MNtinne ©in tha Aduzncad b creall
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Step 2: click “Firmware Upgrade”.

WAB-1000 Configuration - Microsoft Internet Exploren

File Edit  Wiew Favorites Tools Help

eBack - xﬁJ @ @ -I’_h j:) Search *Favnrites @ E_J_q'::v :__:\_'&,. !_':5 .‘3

Address |@ https:/[192.165.254.254/cqi-binjsgatew,

. Operation Maode: Wireless APJBridge Maode
Llzarname: crypto
Raole: Crypto Officer
ane Host Mame: default (192,168,254 254}

) System Configuration -+ General
Systemn Configuration

zenersal Version: Wiraless AP+Bridge - Wersion 3.0
AN
LA
Wireless Configuration Hast Mame: |dEfﬁU|t |
General i :
ooty Domain Marme: |default |
e el System Date: 11/30/1999 | I I (Manth Day Year)

Briclging Encryption Systemn Time: 009 J; (Hour:Minute)

Rogue AP Detection
Advanced
Services Settings Apply
DHCF Server
ShhP Agent
User Management
List &All Users
Add Mew User
Monitoring/Reports
System Status
Bridging Status
Wirelesz Clients
Adjacent AP List
DHCP Client List
System Log
Wieh Access Log

Factory Default
Femote Logoing
Reboot
|_ttilities
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Step 3: Select boot code file “redboot.3.23.1.flash.bin”.

=t

e Back =

3 WAB-1000 Configuration Microsoft Internet EXE.!!J_I@'.

w Favarites

Tools  Help

\.;{) @ @ :_’j pSearch {\?‘Favorites @ E?jv :; ‘:ﬁ .‘3

ane

System Configuration
General
AN
LARN
wWireless Configuration
General
Security
MAC Address Fitering
Bricling
Bridging Encryption
Rogue AP Detection
Advanced
Services Settings
DHCP Server
SHMP Sgent
User Management
Lizt A Users
Al Mewy Uzer
Monitoring/Reports
Systemn Status
Briclging Status
Wirgless Clients
Adjacent AP List
DHCP Cliert List
System Log
Web Access Log
Metwork Activities
System Administration
Firtnwvare Upgrade
Factory Default
Femote Logging
Fehoot
Lktilitie=

Address @ https:/f192, 168, 254,254/ cgi-bin/sgateway?PG=70

Operation Mode: Wireless AP/Bridge Maode

Usernarme: crypto
Role: Crypto Officer
Host Mame:; default {192.168.254 254)

System Administration -» Firmware Upgrade

Click Browse' and select a file:
| |[ Browse... |

Upload

Choose file

Laoak in: | 17 4.1.2.8 firrware

~t

LewelCne-German
LevelOne-LIS4

My Recent @ \Flas|
Documents |l yyag-1000_4.1.2.8

@ WAB-2000_4.1.2.5

Fdy Computer
My Network il name: [redboot. 2.23.1 flash | Open I
Flaces

Files of bype: [ &0 Files =41 = Cancel |
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Step 4: Upload “redboot.3.23.1.flash.bin” to WAB-1000.

WAB-1000 Configuration - Microsoft Internet Explorer

File Edit “iew Favorites Tools  Help

@Back & J |ﬂ @ ;j )j) Search {?Favorites @ E_,::v "“_“l-?'" l___% ‘3

Address |@ https:/{192. 163,254, 254jcgi-binjsgateway7PG=70

Operation Mode; Wireless AP/Bridge Mode

Username: crypto
Role: Crypto Officer
ane Haost Mame: default (192.168.254.254)

System Administration -» Firmware Upgrade
Systemn Configuration

Genetal Click 'Browse' and select a file:
i kioptd.1.2.8 firmwarsredbont 3.23.1 flash bin| [ Browse... |
Wireless Configuration
Genersl Upload
e Luplad
MAC Address Fitering
Bridging

Bridging Encryption
Rogue AP Detection
Advanced
Services Settings
DHZP Server
SHMP Aoent
User Management
Lizt &l Lsers
Acled Mewy User
MonitoringReports
System Status
Bridging Status
Wireless Clients
Acigcent AP List
DHCP Cliert List
Systemn Log
wieh Access Log
Metwark Activities
System Administration
Firmyvare Upgrade
Factory Default
Remote Logging
Reboat

Litilitie s
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Step 5: Press OK to confirm the upgrade.

 Configuration - Microsoft Internet Explorer

Edift  ‘iew Favorites Help

eBack - \_i) @ @ :_h pSearch ‘i\?‘Favoritas @ ﬁ' :; ‘:S ‘3

fddress |@ https:ff192.165.254 254/ cgi-bin)sgateway?PG=70

3 Operation Mode: Wireless AP/Bridge Mode
Username: crypto
Raole: Crypto Officer
ane Host Name: default (192.168.254.254)
. System Administration -» Firmware Upgrade
System Configuration
General Click Browse' and select a file:
i [ktopt4.1.2.8 firmwarere dboot.3.23.1 flash.bin| [ Browse.. ]

Wireless Configuration
General Upload
Security g
MAC Addresz Fitering 3
Briciging Microsoft Internet Explorer [')_<|
Briciging Enceyption —
Fogue AP Detection
Advanced \ ?) Update the Firmware?

Services Settings

DHCP Server

SHP Agent { o« ) cacel |
User Management

List &l Uzers

Adld Mewy Liger

Monitoring/Reports
System Status
Bridging Status
Wirglezs Clients
Adimcent &P List
DHCP Cliert List
System Log
Web Acoess Log
Metweork Activities

Systemn Administration
Firtnware Upgrade
Factory Default
Remote Logging
Feboot
Ltilties
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Step 6: You will see the page as below after updating the firmware successfully.
After upgrade, the default WAN IP will be 192.168.254.254

24 Gateway Configuration - Microsoft Internet Explorer |'._||FE|E|
File Edit Wiew Favorites Tools  Help .
Qxs- © MR G P o= @ - 558

Address i@https:mgz.168.254.254;cgi-bin;upluad v| Go Links **

Firmware has heen upgraded successfully.

System rebooting.
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Step 7: Login to the web management again.

The username and password will be admin/admin.
Ex: http://192.168.254.254 (not https://192.168.254.254 )

Vigw  Fawi

avorites  Tools - Help ,ff
L\_})E- J @ @ \ih /'Tj Seatch ‘*Ej‘\? Favorites @ [:_Q:v .:;; E?I .ﬁ

Address |@ hittp:/f192. 168, 254,254 V| Go | Links

>

@ The page cannot be displayed

The page you are looking for is currently unavailabl
site might be experiencing technical difficulties, or Connect to 192.168.254.254
to adjust your browser settings.

Please try the following:

Rescue Image - VYersion 1.0 Build 1

s Click the Refresh buttan, or try again late

e If you typed the page address in the Addresd User name: |ﬁ admin V|
sure that it is spelled correctly,
& To check vour connection settings, click the
and then click Internet Dptions. On the Co|
tab, click Settings. The settings should mat
provided by your local area network (LAN) a
Internet service provider (ISP},
¢ See if your Internet connection settings are
You can set Microsoft Windows to examine v [
and autornatically discover netwark connech
vour network administrator has enabled this setting).
1. Click the Tools menu, and then click Internet
Options.
2. 0Onthe Connections tab, click LAN Settings.
3. Select Automatically detect settings, and then
clicl Ny

{&] Opening page http:}/192.165.254.254. . (T D Internet

Password: | sssns |

[C1remember my passward

(a4 ][ Cancel ]

®
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Step 8: In system upgrade, select the firmware file: WAB-1000_4.1.2.18.bin and then

press “upload firmware” button.

23 Configuration - Microsoft Internet Explorer,

File Edit View Favorites Toaols  Help

I System Administration -> System Upgrade
Systemn Administration

Change Password

= SterRgr A Click Browse' and select a file: ]
Factory Defautt I - -
Reboot iskinptd 1.2 8 firmwarehw/AB-1000_41.2 8 hin| [ Browss_ |

Upload Firmware
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Step 9: After step 8, WAB-1000 will reboot automatically.
Please use “ping 192.168.254.254” to make sure whether the WAB-1000 is
ready. Go to Step 10 if the WAB-1000 does reply your “ping” well.

CAWINDOWS\system 32WCMD . exe

Microzoft Windows HP [Uersion 5.1.26881
CC» Copyright 1285-2001 Microsoft Corp.

C:=“Documents and Settings>ccdXping 192.168.254.254 —t¢
Pinging 172.168.254_254 with 32 bytes of data:

Reply from 122_168_254_254: bhyte=z=32 time<ims TTL=255
Reply from 192.168.254.254: bhytes=32 time<ims TTL=255
Reply from 122_168_254_254: hyte=z=32 time<{ims TTL=255
Reply from 122.168_.254_.254: hytes=32 time<ims TTL=255
Reply from 172_168_254_254: hytez=32 time{ims TTL=255
Reply from 122.168_254_254: hytes=32 time<ims TTL=255
Reply from 192 _.168_254_254: bhytes=32 time<ims TTL=255
Reply from 122.168_254_.254: hytes=32 time<ims TTL=255
Reply from 192 _168_254_254: bytes=32 time<ims TTL=255

Ping statistics for 1972.168.254_.254:

Packets: Sent = 9, Received = 9, Lost = 8 (8% loss).
Approximate round trip times in milli—seconds:

Minimum = Bmz, Maximum = Bm=z, Average = Bm=
Control-C
™
C:“Documents and Settings>ccd>_

Step 10: Login to the web management by https://192.168.254.254

The username and password will be crypto/officer

A Cannot find server - Microsoft Internet Explorer

File Edit Wew Favorites Tools  Help

@Back - ] il ;‘,I] . _/. ! Search , Favarites G-“ = “_:%

Address | @] https: /192, 168,254,254 v By

Username: |crypto
Password: essssss

| agree to the terms and conditions below,

Terms and Conditions:This device is for authorized use only. Any unauthorized use of this product is prohibited.
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Step 11: go to the system upgrade page.

icrosoft Internet Explorer

File Edit View Favortes Tools  Help

@Back bl > | |ﬂ @ 7;'] /:) Search ‘?‘;E(Favorites €f’}
fddress | @] hitps:fj192. 165.254.254/coi-binfsgateway PPG=70

Operation Mode: Wireless APIBridge Mode
Username: crypto Host Hame: default{192.168.254.254)
Role: Crypto Officer

Go  Links *

23

3 System Administration - System Upgrade
System Configuration

fVT;’E‘ Firmware Upgrade Local Configuration Upgrade Remote Configuration Upgrade
LA
Wireless Access Point Click ‘Browse' and select a file:
crnel [ |[Browse.. ]
Security
MAC Adciress Fitering
Rogue &P Detection Upload Firmwiare
Acvanced
Wireless Bridge
General
FRaclio
Encryption
Services Settings
DHCF Server
SNMP Agert
Admin User Management
List Al Uzers
Add Newy User
User Password Policy
Monitoring/Reports
System Status
Bridging Status
Bridging Ste Map
Wireless Clients
Adjacent &P List
CHCP Client List
Logs
System Log
Web Access Log
System Adi ration

Factory Detaul 2
Remote Logging
Reboot

Litiities ]

&] cone S @ Intemet

Step 12: Select the file “LevelOne-German.bin” and then upload to WAB-1000.

2R 3eTl AirGuard rosoft Internet Explorer

Fil=  Edit Wiew Faworites Tools Help

@Back - \_/J |ﬂ @ -_;j /__'\1 Search ‘\;—‘:{ Favorites

B
Address !@ https:ff192,168,15. 1 /cai-binfsgateway ¥PG=70

Operation Mode: \Wireless APfBridge Mode
Username: crypto Host Hame: default (192.168.254.254)
Role: Crypto Officer

B System Administration -~ System Upgrade
Systemn Configuration

?f;:ra' Firmware Upgrade Local Configuration Upgrade Remote Configuration Upgrade
LA
Wireless Access Point Click 'Browse' and select a file:
gE”ET' Ektop\ﬂ.'l .2.8 firmwareyLevelOne-German.bin|{ Browse.. ]
=ty

MAC Address Filtering
Acvanced
Wireless Bridge
General
Radio
Encryption
Services Settings
DHCP Server
ShMP Agernt
Admin User Management
List &1l Users
A Mewy User
User Password Policy
Monitoring/Reports
System Status
Bridging Status
Bridging Site Map
wireless Clients
Adjacent &P List
DHCFP Cliert List
Logs
System Log
Weh Lccess Log
Sy=stemn Administration
System Upgracde
Factary Default
Remote Logging
Rehoot
Liilities

10
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Step 13: WAB-1000 will reboot after upgrading successfully.

M Gateway Configuration - Microsoft Internet Explorer.

Flle Edit Wew Fawvorites Tools Help

@Batk - _’,1 \ﬂ @ _';j /,_)Search “;:;/Favnntas & r:-'_'.‘v ;ﬂ; = 33

T
Address 1%‘] https: /192,168,254, 254/ cgi-binfupload

v BYee ks >

System has been upgraded successfully.

System rebooting, .

(o Fase)

&

= )| 4 Internet

11
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Step 14: Check the firmware version is 4.1 Build 2.18

Level One - Microsoft Internet Explorer

File Edit ‘iew Favorites Tools  Help

@Back v _‘_)) @ @ ;\_| /'__‘) Search *Favorites @ E:::\:v .:“;, !_3 .‘3

Address @ https: /192,165,254 . 254/ cgi-bing sgateway

L}
Operation Mode: Wireless AP/Bridge Mode
Username: crypto Host Hame: default {192.168.254.254)
ane Role: Crypta Officer

System Configuration - General
System Configuration

Genersl Version: (iwinB-1000 - version 4.1 Build 2.8 )
AR
LA o y
Wwireless Access Point Description: |defau|t location |
izeneral :
g Host Marne: |defau|t |
MAC Address Fitering Damain Mame: |defau|t |
Rogue AP Detection
Advanced
wireless Bridge Systern Tirme: Date: 010142006 Time:00:06
General
Radio (&) Manual
Encryption i ]
SErmioa SetoRgs NewDate: | |f]  |/] | onth { Day / Tear)
DHCP Server
_— T _
ShMP Agent Mew Time: : |+ (Hourhdinute)
Admin User Management

List All Lisars ) From NTP Server

Al N Lser Time Zone: | (GWT-05:00) Eastem Time (US & Canada) v
User Password Policy

MonitoringReports
Syatem Status 2 i
Evicigirie Statss Time Server 2 | |
Briclging Site ba i > = - 5 -
Nrii C"emsp MIST servers:  time-a.nist.goy, time-b nist.gov, time.nist.goy
Adjiacent AP List
DHCP Cliert List Login Banner;

Logs
System Log
Wieh Access Log

Systemn Administration
System Upgrade
Factory Defautt
Remote Looging

Time Server 1 | |
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