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FCS-3081 - FCS-4041
Outdoor Accessories Selection Guide



FCS-3081 comparison FCS-4041

Model

FCS-3081(V2.0)

FCS-4041

Sensor

2-Megapixel Progressive 1/2.5"CMOS

1/2.8" Sony Progressive Scan CMOS sensor

Max.Resolution

1920x1080 @15fps

1920x1080 @ 30/25fps

AGC/AWB/AES/WDR AGC/AWB/AES AGC/AWB/AES/WDR
Infrared LEDs 30m N/A
ICR(IR-Cut Filter

\Y \%
Removal)
PITIZ N/A 18X
Power DC12V/AC24V/802.3af AC24V/802.3at

Operating conditions

-10°C~ 50°C (DC12V/PoE)

-35°C ~ 50°C with Heater & Fan by AC24V only

-10°C ~ 50°C (PoE Plus, without heater)

-40°C ~ 50°C (AC 24V with heater)

Housing

IP66

IP66

Optional Accessories

CAS-3000

CAS-3100

CAS-3101

CAS-3241

CAS-3242

CAS-3201

CAS-3221

CAS-3261

CAS-3222

CAS-3223

CAS-3263

CAS-3281

CAS-3291
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FCS-3081 Ceiling Mounting with Straight Tube

Day/Night 2-Megapixel PoE

FCS-3081
Dome Network Camera w
i
CAS-3000 | Outdoor housing
-
CAS-3241 | Straight Tube 25cm ’ [
CAS-3242 | Straight Tube 50m

FCS-4041 Ceiling Mounting with Straight Tube

Voja=0

FCS-4041

2-Megapixel P/T/Z PoE Plus
Speed Dome OQutdoor

Network Camera

CAS-3241

Straight Tube 25cm

CAS-3242

Straight Tube 50m




FCS-3081 Wall Mount Mounting

FCS-3081

Day/Night 2-Megapixel PoE

Dome Network Camera

CAS-3000

Outdoor housing

CAS-3201

Mini Pendant




FCS-3081 Wall Box

Mounting

FCS-3081

Day/Night 2-Megapixel POE

Dome Network Camera

CAS-3000

Outdoor housing

CAS-3201

Mini Pendant

CAS-3281

Wall Box Mount

CAS-3291

Outdoor Power Box
(110-115V AC)

CAS-3291

Outdoor Power Box
(220-230V AC)

FCS-4041 Wall Box

Mounting

FCS-4041

2-Megapixel P/T/Z PoE Plus
Speed Dome Outdoor

Network Camera

CAS-3281

Wall Box Mount

CAS-3291

Outdoor Power Box
(110-115V AC)

CAS-3291

Outdoor Power Box
(220-230V AC)




FCS-3081 Corner Thin Box Mounting

FCS-3081

Day/Night 2-Megapixel POE

Dome Network Camera

CAS-3000

Outdoor housing

CAS-3201

Mini Pendant

CAS-3223

Corner Thin Box Mount

v CAS-3291

Outdoor Power Box
(110-115V AC)

CAS-3291

Outdoor Power Box
(220-230V AC)

FCS-4041 Corner Thin

Box Mounting

FCS-4041

2-Megapixel P/T/Z PoE Plus
Speed Dome Outdoor

Network Camera

CAS-3223

Corner Thin Box Mount

CAS-3291

Outdoor Power Box
(110-115V AC)

CAS-3291

Outdoor Power Box
(220-230V AC)




FCS-3081 Corner Plate Mini Mounting

FCS-3081

Day/Night 2-Megapixel POE

Dome Network Camera

CAS-3000

Outdoor housing

CAS-3201

Mini Pendant

CAS-3221

Corner Plate Mini

FCS-4041 Corner Plate Mini Mounting

FCS-4041

2-Megapixel P/T/Z PoE Plus
Speed Dome Outdoor

Network Camera

CAS-3221

Corner Plate Mini




FCS-3081 Corner Plate Mounting

Day/Night 2-Megapixel POE iif
FCS-3081 m

Dome Network Camera

w
CAS-3000 | Outdoor housing
CAS-3201 | Mini Pendant ‘.! '\’
A
CAS-3222 | Corner Plate Mount ! I
< »

FCS-4041 Corner Plate Mounting

FCS-4041

2-Megapixel P/T/Z PoE Plus
Speed Dome Outdoor

Network Camera

CAS-3222

Corner Plate Mount




FCS-3081 Pole Mount Mounting

Day/Night 2-Megapixel PoE =
FCS-3081 m
Dome Network Camera ~
w
CAS-3000 | Outdoor housing
CAS-3201 | Mini Pendant !. ‘\’
CAS-3261 | Pole Thin Direct Mounting E

FCS-4041 Pole Mount Mounting

FCS-4041

2-Megapixel P/T/Z PoE Plus
Speed Dome Outdoor

Network Camera

CAS-3261

Pole Thin Direct Mounting

™




FCS-3081 Pole Thin Box Mounting

FCS-3081

Day/Night 2-Megapixel POE

Dome Network Camera

CAS-3000

Outdoor housing

CAS-3201

Mini Pendant

CAS-3263

Pole Thin Box Mounting

' CAS-3291

Outdoor Power Box
(110-115V AC)

CAS-3291

Outdoor Power Box
(220-230V AC)

FCS-4041 Pole Thin Box Mounting

FCS-4041

2-Megapixel P/T/Z PoE Plus
Speed Dome Outdoor

Network Camera

CAS-3263

Pole Thin Box Mounting

CAS-3291

Outdoor Power Box
(110-115V AC)

CAS-3291

Outdoor Power Box
(220-230V AC)
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