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6~60mm Vari-Focal Lens CAS-1000B

H/W Version: 1

Works Well With

FCS-1070 
Day/Night Network Camera

FCS-1081
PoE IP Network Camera

FCS-1081A
PoE IP Network Camera

FCS-1091
Day/Night PoE IP Network Camera

WCS-2070
11g Wireless Day/Night Network 
Camera

WCS-1090
11b/g Wireless Day/Night IP 
Network Camera

CAS-1000B is a vari-focal lens that offers up 
to 10x manual zoom function.  This is a great 
accessory for any system installer using several 
box-type cameras but wishes to get a closer 
look at certain objects in the frame. Ideal for 
zooming close to doors and exits, or other 
sensitive areas requiring detailed imagery.
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1. 4-pin Auto-Iris Connector
2. Monitor Distance Adjustment
3. Focal Length Adjustment
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Sensing Area
1/3"
Focal Length
6 ~ 60mm
F/NO
1.6
Iris
DC-drive Auto Iris
Field Angle(Diagonal)
5.8°~ 60°
Focus Extent
0.3m
Focus Extent
CS

Technical Specification

Order Information CAS-1000B: 6~60mm Vari-Focal Lens

Package Contents CAS-1000B

All mentioned brand names are registered trademarks and property of their owners. Technical specifications are subject to change without notice. 
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