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2.1mm Mono-focal Lens CAS-1001

Product Overview

The CAS-1001, 2.1mm Mono-focal Lens, is a great 
accessory for any system installer using box cameras 
who needs not only bringing clear view but also 
allows wide surveillance in coverage. The CAS-
1001 serves well for indoor applications or other 
applications under constant lighting environment.

Key Features

- 2.1mm focal length for wide angle surveillance 
- F-2.0 fixed iris suitable for deployments under 

constant light environment  
- Easy to install

FCS-1121
Megapixel PoE Network Camera

FCS-1122
Megapixel PoE Network Camera

FCS-1131
2-Megapixel PoE Network Camera

FCS-1141
1.3-Megapixel PoE Network Camera

FCS-1151
2-Megapixel PoE Network Camera

Works Well With

H/W Version: 1

1.Focal Length Adjustment
2.Fixed Focal Adjustment 
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Focus Extent
CS Mount
Operating Temperature
-20°C~50°C
Dimension
Ø30 x 16.8mm
Weight
45g

Sensing Area
1/3” CCD
Focal Length
2.1mm
F/NO
2.0~Close
Iris
Fixed Iris
View Angle
Diagonal: 166°
Horizontal: 149°
Vertical: 87.2°

Technical Specifications

Order Information CAS-1001: 2.1mm Mono-focal Lens

Package Content CAS-1001
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