
LevelOne SohoCon Switches

LevelOne 5 Port NWay Switch-Card PCI 

Standard Conformance:

■ IEEE802 Ethernet 10BaseFX
■ IEEE802.3u Fast Ethernet 100BaseFX
■ IEEE802.3x Full Duplex Flow control
■ ANSI / IEEE802.3 NWay autonegotiation

Network Data Transfer Rate:

■ 10Mbps Half-duplex
■ 20Mbps Full-duplex
■ 100Mbps Half-duplex
■ 200Mbps Full-duplex

Emission:

■ FCC Class B
■ CE mark Class B
■ VCCI Class B

Ordering Information:

■ FNC-0500TX 5 Port SohoCon NWay Switch-Karte PCI

Other Features:

■ 4KB MAC address memory
■ 1MB RAM for each device
■ Runt and CRC Correction
■ Store and Forward, Cut-Through and Safe-Cut-Through
■ Plug and Play

Diagnostic LEDs:

■ Link/Act, 100M, Col /FDX

Host Interface

■ 32-bit 33/66Mhz PCI Rev.2.1

Network Interface:

■ 1 x Internal
■ 4 x External 10/100Mbps RJ45 Ports
■ Full- and Half-Duplex Operation Physical Characteristics:

■ Power Consumption: 12W max
■ Operating Temperature: 0°C to 55°C
■ Storage Temperature: -10°C to 70°C
■ Humidity: 10% to 90% RH
■ Dimension: 130mm (W) x 98mm (H)
■ Weight: 0,35 kg

Driver Support:

■ Workstation for DOS ODI Client
■ Server Driver for NetWare 3.12/4.x
■ Client 32 for Windows 95
■ Microsoft Network Client for DOS
■ LAN Manager Workstation/Server
■ Windows for Workgroups v3.11
■ Windows NT 3.5x & 4.0
■ Windows 95, 95/OSR2, 98
■ SCO UNIX 3.X/5.X
■ Packet Driver
■ LANtastic 6.0 with NDIS drive
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