
Standard Conformance:

Network
■ IEEE 802.3 10BaseT, 10Mbps.
■ IEEE 802.3u 100BaseTX, 100Mbps.
■ NE2000 compatible.

Modem
■ V.90, K56flex 56Kbps, V.34+ 33.6Kbps,

V.34 28.8Kbps, V.32bis 14.4Kbps.
■ V.42bis/V.42, MNP 2-5 data compression 

and error correction.
■ AT command set.

Fax
■ Group 3, V.17 14400bps, V.29 9600bps
■ Fax Service Class 1 compliant.

Network Interface

■ RJ45 STP
■ RJ11 Phone Jack

Diagnostic LEDs:

■ 10/100Mbps, Link, Act
■ CD, TX, RX

Ordering Information:

FPC-0104TX LevelOne 10/100Mbps 
Fast Ethernet + Modem Card

Emission:

■ FCC Class A
■ CE

Physical Characteristics:

■ Input Power: +5V
■ Operating Temperature: 0°C to 50°C
■ Storage Temperature: 20°C to 70°C
■ Humidity: 10% to 90% RH
■ Dimensions: 86mm x 54mm x 5mm
■ Weight: 60g 

Driver Support

■ Novell NetWare 3.x/4.x/5.0
■ Novell NetWare Client 32
■ Microsoft Windows 95/98/2000/ME/XP
■ Microsoft Windows NT3.51/NT4.0
■ Microsoft Windows for Workgroups
■ Microsoft LAN Manager
■ Lantastic 6.0

Network Cable

■ 10Base-T: UTP Cat.3 or Cat.5 up to 328ft /100m
■ 100Base-TX: UTP Cat. 5 up to 328ft /100m

Host Interface

■ PCMCIA 2.0/2.1 and PC Card Standard compliant.
■ Modem COM Port COM2, COM3, COM4
■ IRQ 3, 4, 5, 7, 9, 10, 11, 12, 15
■ I/O Address 220, 300, 320, 340
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