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LevelOne OfficeCon 11˝ Smart Switch 
16 Ports 10 / 100 Mbps Fast Ethernet 

Standard Conformance

■ IEEE802.3 10BaseT
■ IEEE802.3u 100BaseTX

■ IEEE802.3x Flow Control
■ IEEE802.1p

Ports

■ 16 Auto-MDIX 10/100Mbps RJ45 Ports
■ DB-9 Console Port

Key Features

■ supports Qos Function based on 
IEEE802.1p Port Base & MAC Base Priority

■ supports VLAN and Trunking
■ Store-and-Forward Technology
■ Non-Blocking Function
■ Back-Pressure Flow Control for Half Duplex
■ IEEE802.3x Flow Control for Full Duplex
■ MAC Table with 4KB Auto-Learning Function
■ 512KB Packet Buffer

Media Support

■ 10BaseT: Cat.3, 4 or 5TP
■ 100BaseT: Cat.5 TP

Bandwidth

■ 100BaseTX 200/100Mbps
■ 10BaseT 20/10Mbps

Physical Characteristics

■ AC Inputs: 100-240VAC Universal 50/60Hz
■ Power Consumption: 16.5 Watt maximum
■ Operating Temperature: 0°C to 45°C
■ Storage Temperature: -20°C to 70°C
■ Humidity: 10% to 90% Non-Condensing
■ Dimensions: 272mm x 186.5mm x 44mm, 11˝ Switch

LED Indicators

■ Power
■ Link/Act per Port
■ Full and Half Duplex per Port
■ 10 /100Mbps per Port

Certification

■ FCC 
■  CE

Ordering Information

■ FSW-1640TX OfficeCon 11˝ Smart Switch 
16 Ports 10/100Mbps
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