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LevelOne OfficeCon 11˝ Smart Switch 
4 Ports 10 /100/1000Mbps Gigabit Ethernet 

Standard Conformance

■ IEEE802.3 10BaseT
■ IEEE802.3u 100BaseTX
■ IEEE802.3ab 1000BaseT
■ IEEE802.3x Flow Control

Ports

■ 4 Auto-MDIX 10/100/1000Mbps RJ45 Ports
■ DB-9 Console Port

Key Features

■ DB9 RS-232 Console Port configured as DTE 
for Operation, Diagnostic and Configuration Information

■ Four Level Cos (Class of Service) supported 
based on per Port Basis

■ IEEE802.1p/1q VLAN TAG Priority
■ TCP/IP Header’s TOS/DS
■ Port Mirroring
■ Store-and-Forward Switching Method
■ MAC Table with 8KB Auto-Learning Function
■ 256KB Packet Buffer
■ Broadcast Storm Control
■ Head-of-Line blocking prevented

Media Support

■ 10BaseT: Cat.3, 4 or 5TP
■ 100BaseT: Cat.5 TP
■ 1000BaseT: Cat.5 TP

Bandwidth

■ 1000BaseT 2000/200/100/20/10Mbps

Physical Characteristics

■ AC Inputs: 100-240VAC Universal 50/60Hz
■ Dimensions: 272mm x 186.5mm x 44mm, 11˝ Switch
■ Weight: 1.36kg

Certification

■ FCC 
■  CE

Ordering Information

■ GSW-0440T OfficeCon 11˝ Smart Gigabit Switch 
4 Ports 10/100/1000Mbps
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