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19 inch8-slot PSE Rack for PIS-3100 

 
POI-2100 

Related Products 

PIS-3100 
High Power PoE Adapter Combo Kit 

FCS-4000/4100/4200 

 
Simple Power over Ethernet (PoE) 
LevelOne’s POI-2100 allows users to power up to 8 devices 
from a single location. It has 8 slots that accommodate up to 
8 Power Sending Units (LevelOne PIS-3100) to create the 
easiest power sending station on the market today.   
For best results, use with PIS-3100 (“High-Power”)  
PIS-3100 is a “high-power” kit that sends up to 30W which 
turns regular, non-PoE products into flexible devices that can 
be placed anywhere. (30W is much higher than IEEE 802.3af 
PoE standard of only 15.4W.) This gives installers freedom 
and flexibility when converting products that consume “high 
power” into real PoE devices. (Tip: great for large PoE 
surveillance cameras.)    
Easy installation/Plug and Play 
Building a large PoE network from a central location has 
never been easier.  With both rack-mount and wall-mount 
options, installers will find the POI-2100 installation process 
fast and easy.   

 
 

Day/Night P/T/Z IP Speed Dome 
Camera w/ Wall Mount Kit 

 

 
Key Features 

 
Technical Specification 

 Accommodate up to 8 PSE of PIS-
3100 

 Standard 19 Rack-mountable 
dimensions allow space-saving 
convenient installation 

 

Input Voltage 
100-240VAC 50/60Hz  
6/3A 

Dimension 
483(L) x 164(W) x 89(H) mm 

Weight 
2.25kg 
5.47kg with 8 PSEs of PIS-3100 
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Connections 

 
 

Ordering Information 

 PIS-3100: High Power PoE Adapter Combo Kit 

 FCS-4000/4100/4200:  Day/Night P/T/Z IP Speed Dome Camera 
 

For more information, please contact your LevelOne representative, or visit www.level1.com 
All technical specifications are subject to change without notice.  
All mentioned brand names are registered trademarks and property of their owners 

www.level1.com 


