
Power Adapter

■ external Power Adapter for DC 12V/1.2A

WAN Port

■ 1 x 10 /100Mbps Ethernet (RJ45)

LAN Port

■ 4 x 10 /100Base-T Auto Sensing (RJ45)

LEDs

■ 12 LEDs indicate Power, Status, WAN Link Act, Duplex,

Wireless and ACT

Standard Conformance

■ IEEE802.11b
■ IEEE802.3
■ IEEE802.3u
■ IEEE802.3x
■ IEEE802.11g (draft)

Data Transfer Rate

■ IEEE802.11b up to 11Mbps (1/2 /5.5/11)
■ IEEE802.11g (draft) up to 54Mbps (6/9/12/18/24/36/48/54)

Frequency

■ 2.4 to 2.462 GHz (Industrial Scientific Medical Band

Channels

■ max. 14 Channels depending on regulatory Authorities

Security

■ natural Firewall, local Password, PPTP for VPN,

IPSec pass-thru for VPN, Access Control, 64/128Bit WEP

Protocols

■ NAT, PPPoE, HTTP, DHCP Client/Server,

TCP/IP, UDP, PAP, CHAP, RIP1, DDNS

Physical Characteristics

■ Operating Temperature: 0º C to 40º C
■ Storage Temperature: -20º C to 70º C
■ Humidity: 10% to 90% RH
■ Dimension: 215mm(W) x 150mm (D) x 36 mm(H)

Ordering Information

■ WBR-3400TX      54Mbps Wireless Broadband Router w/4LAN

one world _one brand _one level_

Datasheet_WBR-3400TX

LevelOne NetCon

LevelOne 54Mbps Wireless Broadband Router 
with 4 LAN
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