
Standard Conformance:

■ IEEE 802.3 10Base-T Ethernet
■ IEEE 802.3u 100Base-T Fast Ethernet
■ IEEE 802.11b Wireless Ethernet

Physical Port

■ LAN Port: 10/100 Base T (STP) 
■ Printer Port WPS-0100: 1 x Centronics DB-25
■ Printer Port WPS-0100USB: 1 x USB1.1

Management

■ HTTP-Setup
■ JetAdmin
■ SNMP

Wireless Option:

■ PCMCIA Slot for Wireless-PCMCIA Typ I,II or III
■ Range: outdoor 150m indoor 30m

Certification:

■ FCC
■ CE

Ordering Information:

■ WPS-0100 1 Parallel-port Printer Server
with Wireless-Option

■ WPS-0100USB 1 USB Port Printer Server
with Wireless-Option

Power Requirement

■ 12V DC External
■ 4W max.

LEDs

■ Wireless LAN, LAN, Act, Error

Physical Characteristics:

■ Dimension: 122mm (W) x 94mm (D) x 31mm (H)
■ Operating Temperature: 0°C to 40°C
■ Storage Temperature: -10°C to 70°C
■ Shipping Temperature: -40°C to 70°C
■ Operating Humidity: 10% to 80%
■ Storage Humidity: 5% to 80%
■ Shipping Humidity: 5% to 100%

Protocol Support:

■ TCP/IP
■ NetBEUI
■ AppleTalk
■ SMB
■ IPP (Internet Printing Protocol)
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