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Update reason from Oemdisk 380 to 390 
	Driver Type
	Old Ver
	New Ver
	Reason
	Checked

	RSET8139 EXE
	Ver501
	Ver501
	None Changed
	

	MSLANMAN DOS
	Ver323
	Ver323
	None Changed
	

	MSLANMAN OS2
	Ver321
	Ver321
	None Changed
	

	NDIS2DOS
	Ver323
	Ver323
	None Changed
	

	NDIS2OS2
	Ver321
	Ver321
	None Changed
	

	NWCLIENT\DOS
	Ver360
	Ver361
	1. Clear register 84h_d3h for RTL8139/A/B

2. Enable MEM and IO bit of Command register of PCI  configuration space.

3.  Always set to D0 status.
4. Support another vendor/device ID
	

	NWCLIENT\OS2
	Ver313
	Ver313
	None Changed
	

	NWSERVER
	Ver327
	Ver329
	(3.28)
1. Make RTSSRV.lan recognize device ID 0x8138 for RTL8139B CardBus Card
(3.29)

1. Clear register 84h-d3h for RTL8139B version D.

2. Always set to D0 state.

2. 3. Support for another vendor/device ID.
	

	CLIENT32
	Ver327
	Ver329
	Same as NWSERVER
	

	RTSPKT
	Ver318
	Ver321
	(3.19)

1. User can specify one 8139 card by providing the bus number and device number arguments in the command line.

2. Support CardBus.
(3.20)

1. Not always enable "Bus Master" bit of command register in PCI Configuration Space. Enable this bit only when it is not enabled.

2. Set Rx FIFO Threshold from no_Rx_threshold bytes to 64 bytes.
Set Rx Max DMA Burst Size from 16 bytes to 1024 bytes. Set Tx Max DMA Burst Size from 16 bytes to 1024 bytes.
(3.21)

1. Support speed/duplex force mode completely.

2. When initializing, the driver sets the NICs that are in D3 mode to D0 mode.

3. Support OEM VendorID/DeviceID patch.
	

	SCO
	Ver314
	Ver314
	None Changed
	

	WFW311
	Ver313
	Ver313
	None Changed
	

	NT351
	Ver373
	Ver378
	(3.74)

1. fix 1c_fault hang on Whistler.Handle PCI config read/write failure.
(3.75)

1. Add 'Link Down Power Saving' function for 8139C.

2. 8139C change to use short wakeup algorithm.
(3.76)
1. Turn on the Link Wake Up Bit in Power.c
(3.77)

1. Fix Link setup delay reported by MS
(3.78)

1. Ndis5:change 'NdisMPciAssignResources' to NdisMQueryAdapterResources', requested by MS whistler team.
2. Register MemoryMapped IO space to fix HCT BIOS test failure 'un-reported memory range'.

3. Ndis5 inf file: '.sys' file copied to /windows/system directory on ME.
4. Store the wakeup pattern during the initial time.(PnpCapabilities) Set the wakeup registers when system enter the OID_PNP_ENABLE_WAKEUP.
	

	W95OSR2
	Ver373
	Ver378
	Same as NT351
	

	WIN95A
	Ver373
	Ver378
	Same as NT351
	

	WIN98
	Ver373
	Ver378
	Same as NT351
	

	WINNT
	Ver373
	Ver378
	Same as NT351
	

	WINME
	
	Ver378
	New
	

	WIN2000
	Ver373
	Ver378
	Same as NT351
	

	WinDiag\Win9x
	Ver1.01
	Ver1.03
	(1.02) 

1. Fixed the ab-normal behaviors in Windows 95 OSR2

2.  Fixed the multiple ABOUT dialogs while left-clicking the tray-icon repeatly.
(1.03)
1. Fixed the wrong packet size from the Initiator while Init/Resp testing.

2. Fixed the text-display problem in Japan Windows 9x.

3. Add one Help button and dialog.

4. Fixed the enter-wrong-MAC-address problem in Magic Sender.

5. Change the position of ID-bytes in packets and add a legal protocol ID in packet.
	

	WinDiag\WINNT4
	Ver1.01
	Ver1.03
	(1.02)

Modifying for Win2000
(1.03)

1. Provide better user interface for Magic Packer sender.

2. Provide online help.

3. Modify new test packet.
	

	WinDiag\WIN2000
	Ver1.02
	Ver1.03
	1. Provide better user interface for Magic Packer sender.

2. Provide online help.

3. Modify new test packet.
	

	DMI
	Ver1.01
	Ver1.01
	None Changed
	

	Unix Ware 7
	Ver1.00
	Ver1.00
	None Changed
	

	LINUX
	Ver1.04
	Ver1.04 
	Refer to : http://www.scyld.com/network/rtl8139.html
	

	FREEBSD  
	Ver3.0
	Ver3.0
	Refer to : http://www.realtek.com.tw/cn/information/8139/freebsd.htm
	

	Mac OS
	Ver1.00
	Ver3.00
	(1.10)

1. Debug the bugs causing poor performace in both TCP/IP and AppleTalk operation.

2. Tune the driver code to improve the performace.
(2.00)

1. RTL8139x driver for MacOS 9.0
(2.10)

1. Synchronize the RTL8139x driver for MacOS 8.x and the RTL8139x driver for MacOS 9.x with the same version number.

2. Debug the 10/100 speed detection problem when connecting to 10/100 hub.

3. Add the patch document for customers. Hereafter, customers can patch the driver by themselves.
(3.00)

1. Support 32-bit PC Card (Card Bus).  note: Hot-Swap is not supported!

2. Fix the non-synchronization problem of TX resource variables. note: The effect of this problem will rarely appear in normal operation. In fast transfer, such as using Timbuk Pro for Mac OS, the effect will usually appear when transferring or receiving large files which are larger than 30M bytes.
3. Support both Mac OS 8.x and Mac OS 9.x in a single drive.


	

	BROM
	
	N/A
	None Changed
	

	RTOS
	
	N/A
	None Changed
	


