VT6105M Software Package for Digital Data Communications Version 1.0

1. Drivers
Name Ver. |Supporting OSes |Location Note
NDIS3  [3.33 |Win95, Win950SR2, |Rootdirectory
NDIS4 Win98, Win98SE,
NDIS5 NT3.51, NT4.0,
WinME, Win2000,
WinXP, Windows
Server 2003
NDIS3F |3.15 |Windows For \WFW3I11\
Workgroup 3.11
NDIS2 |4.29 |LAN Server DOS \LANSVR40.DOS\,
\LANTASTI\,
Workstations, \MSLANMAN.DOS)\,
LANTASTIC, PCNFS, |\PCNFS\
MS DOS 6.22 (MS
client 3.0)
Packet [4.23 [MS DOS 6.22 (NCSA |'PKTDRVR\
Telnet client, PCTCP)
Server |5.00 |Netware Server 3.11, \;\IEF{WARE\SRVRODI
OD| 3.12,4.11, 4.12 \NETWARE\SRVRODI
(ASM 312\,
Version) LIRETWARE\SRVRODI
Server  [6.07 |Client 32 for DOS, | NETWARE\CLIENT3
OD| Netware Server 5.0, \2IEI,ETWARE\SRVRODI
(C 5.1,6.0,6.5 56\
version)
DOS ODI |4.24 |MS DOS 6.22 \NETWARE\DOSODI\
(Netware client for
DOS)
MAC OS |1.07 [MAC 0OS X \MACOSX\
Linux 4.37 |Linux Kernel 2.2.x ~ |\LINUX\
2.6.x
FreeBSD [3.20 |FreeBSD 3.2, 4.0, 4.11, |\FREEBSD\
4.2,4.5~49,5.0~5.2
Unixware [2.15 |SCO Unixware 7.1,  |\UNIXWARE\
OpenUnix 8
SCO5  [4.18 |SCO Open Server 5.0.4 |\SCO5\




Solaris  [1.08 |Solaris 8, 9 \SOLARIS\
DIAG 3.34 |MS DOS 6.22 Root directory
Winsetup [2.28 [Win95, Win950SR2, |Root directory,
\WINSETUP\
Win98, Win98SE,
NT3.51, NT4.0,
WinME, Win2000,
WinXP, Windows

Server 2003

2. Drivers/Utilities for Boot ROM users

Supported OSes Location

MS DOS 6.22 \FLASH\

Remote boot DOS \RPL\
\RPLWO95\

Remote boot Windows

95 Golden

\PXE\

\PXERPL\

Location

\EEPROM\




