How to update firmware through TFTP

1. Computer TCP /IPv4 Setting 192.168.0.23 / 255.255.255.0 and 192.168.0.141/ 255.255.255.0

ey

N ‘E" > Control Panel > Network and Internet > Network Connections

Organize v Disable this network device Diagnose this connection Rename this connection
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: Ethernet
E Unidentified network

Realtek PCle GBE Family C...
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Network c
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Network ¢
Realtek RTL813
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Networking  Sharing

Connect using:

View status of this connection ~ » 5

v 0 Search Ne... @
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General

You can get IP settings assigned automatically if your network supports

Description

Transmission Control Protocol/Intemet Protocol. The default
wide area network protocol that provides communication
across diverse interconnected networks.

Diagnose

& Properties ™ 5 Disable |

Close

OK Cancel

C i
ennection . this capability. Otherwise, you need to ask your network administrator
IPv4 Connectivity: No network access 5 Realtek PCle GBE Family Controller for the appropriate IP settings.
IPv6 Connectivity: No network access
Media State: Enabled Configure... (O Obtain an IP address automatically
Duration: 00:01:32 This connection uses the following tems: Use the following IP address:
Speed: 100.0 Mbps 'FClierrt for Microsoft Networks ~ IP address: 192.168. 0 . 23
- I3 File and Printer Sharing for Microsoft Networks 7~
Detas... I3 Microsoft Network Monitor 3 Driver Subnet mask: 255.255.255. 0
=
% QoS Packet Scheduler Default gateway:
4 Intemet Protocol Version 4 (TCP/IPv4)
[J s Microsoft N Adapter Multiplexor Protocol Obtain DNS 4 : i
ain DNS server a ress automatcally
- I DP Protocol Driver v an €1 address aufomalicaty
Sent —— L. ——  Received < > (®) Use the following DNS server addresses:
Uninstall Propetties Preferred DNS server: |: :
17,857,342 [ 1,920,432

Alternate DNS server:
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[Jvalidate settings upon exit Advanced...

OK Cancel
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IPSettings DNS  WINS

IP addresses

Subnet mask

255.255.255.0
255.255.255.0

IP address

192.168.0.23
192.168.0.141

Edit...

Add...t

IP address: 192.168 . 0 . 141
Subnet mask: 255.255.255. 0

Add Cancel

Automatic metric \
OK

Remove

|

Cancel



2. Create a folder, put TFTP tools and upgrade.bin, these two files in the same folder.
Note: only TFTP filename upgrade.bin is accepted.

TFTP Update Application Tools

Share View Manage

> TFTP Update

& Name

niq‘v tftpd32.exe

OneDrive & upgrade.bin

[ No custom definition

J 3D Objects

[ VRO e S

LALACEEE S 2 items  1item selected 229KB  State: @& Shared

O Type here to search

3. Select the folder storage path

\-\}{? 0 . ‘?{} Browse For Folder

Current Directory |C:\Users\S?Elé.\Desktop\TFTP Updz LI Browse

Server interfaces I;;1 Software LZ| Shaw Dir | \

Titp Server  THtp Client I DHCP server | Syslog sewer' DNS server] ML v B No custom definition
P 3D Objects

Host l Port | v Desktop
Local File l o | 0605

TFTP Update
wireless_tools.30.rtl

Block Size | Default v | WUA-0605v2
=] Documents
Get I Put | |

Remote File l

Folder: ’ TFTP Update

J |
: Make New Folder Cancel
Settings




4. Check displayed with 127.0.0.1 and 192.168.0.141 and 192.168.0.23

¥ Tftpd32 by Ph. Jounin X

Current Directory  |C:A\Users\9708\DesktophTFTP Updz « Browse

Server interfaces  |127.0.0.1 Software L v Show Dir

Thp Server T 1 127.0.0.1 Software Loop|
nd. 204, 1o, Flus
Host I - 1.5

_ 192.168.0.141 Realtek PCle
Local File 192.168.0.23 Realtek PCle Q)

Remote File

Block Size IDef - v

Get | Put |

Settings




5. Enter 69 port and click locd file

Current Directory |C:\Users\97ﬂA\Desklop\TFTP Updz LI Browse

Server interfaces  |127.0.0.1 Software L v| _ Show Dit

Titp Server  Tftp Client I Syslog server ] Log viewer I

Host I Port

Local File [X'\D esktop\TFTP Update\upgrade.bin

Remote File  |upgrade.bin
Block Size IDefauIt =

Get | Pu |

Settings

™ > No custom definition > Desktop » TFTP Update Search TFTP Upd

Organize v New folder

@, OneDrive Name Date modified Type

B titpd32.exe 8/1/20192:59PM  Application

[ No custom definition h ) - )
2 upgrade.bin 12/24/2019 1:43PM  BIN File

“J 3D Objects
[ Desktop
0605
1
TFTP Update
wireless_tools.30.rtl
WUA-0605v2
[ Documents
4 Downloads
ﬁ Music
&=/ Pictures

B Videos

v

File name: | upgrade.bin

Cancel




6. Click to Log viewer

“% Tftpd32 by Ph. Jounin

a

Current Directory II::\Users\S?ﬂl\\Desktop\TFTP Updz LI Browse |

Serverinterfaces  [127.0,0.1 SoftwareL v| _ Show Dir_|

Titp Server | Tftp Client | Syslog server Log Viewelk

<

Clear | Copy I

About I Settings

7. Keep press the RESET button (No power happening), Do not release , Next can insert the power.

Wait until the only power light stays on before releasing the button (about 10 seconds)
® PoE in (IEEE 802.3at)

PQer Mappening

i > 15
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Current Directory |C:\Users'\S?OA\Desktop'\TFTP Upds LI Browse |

Server interfaces  |127.0.0.1 Software L v| _ ShowDir_|

Thtp Server | Thp Client | Syslog server  Log viewer I

— Connection received from 132.168.0.144 on port 1423 [03/01 18:14:03.792]
File size : 16385024 Read request for file <uparade.bin>. Mode octet [09/01 18:14:03.732]

3383296 Bytes sent 563882 Bytes/sec 0ACK: <timeout=5,> [03/01 18:14:03.807]

“?{{3 upgrade.bin to 192.168.0.144 X

Using local port 65152 [09/01 18:14:03.807]

Settings




