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Step 1: Login to the web management from WAB-1000’s WAN port. 

Ex: https://192.168.254.254 
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Step 2: click “Firmware Upgrade”. 
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Step 3: Select boot code file “redboot.3.23.1.flash.bin”. 
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Step 4: Upload “redboot.3.23.1.flash.bin” to WAB-1000. 
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Step 5: Press OK to confirm the upgrade. 
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Step 6: You will see the page as below after updating the firmware successfully. 
After upgrade, the default WAN IP will be 192.168.254.254 
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Step 7: Login to the web management again. 

The username and password will be admin/admin. 
Ex: http://192.168.254.254 (not https://192.168.254.254 ) 
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Step 8: In system upgrade, select the firmware file: WAB-1000_4.1.2.18.bin and then 
press “upload firmware” button. 
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Step 9: After step 8, WAB-1000 will reboot automatically. 
Please use “ping 192.168.254.254” to make sure whether the WAB-1000 is 
ready.  Go to Step 10 if the WAB-1000 does reply your “ping” well.  

 

 

 
Step 10: Login to the web management by https://192.168.254.254   

The username and password will be crypto/officer 
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Step 11: go to the system upgrade page. 

 
 
Step 12: Select the file “LevelOne-German.bin” and then upload to WAB-1000. 
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Step 13: WAB-1000 will reboot after upgrading successfully. 
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Step 14: Check the firmware version is 4.1 Build 2.18 

 


