Upgrade procedure for WAB-2000
Firmwae Version 3.x 2 4.x
Digital Data Communications Asia Co., Ltd.
8F, No. 41, Lane 221, Gang-Chi Rd, Nei-Hu Dis., 114, Taipei, Taiwan
Http://www.digital-data.de ; Http://www.level1.com

Step 1: Login to the web management from the WAB-2000’s WAN port.
Ex: https://192.168.254.254
a
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Step 2: In System upgrade page.
Select boot code file “redboot.3.23.1.flash.bin”
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Step 3: Upload “redboot.3.23.1.flash.bin” to the WAB-2000.
After upgrade, the WAB-2000 will reboot and take itself back to be in Factory
Default.

2} WAB-2000 - Microsoft Internet Explorer

File Edit “iew Favorites Tools Help

@Eack o \_) |ﬂ @ ;j /'._)Search ‘Fi';(Favurites €_‘3 E_-“' k;',' ’_- .'5

v|Gm

fciress ] hitps:[192.168.25 binjsgate
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. System Administration > System Upgrade
Systemn Configuration

General
WA
LAN
wireless Access Point Click 'Browese' and select a file:
erelnl lktopi4.1.2 8 firmware\redhoot 3.23.1 flash hin| [ Browse.. |
Security
MAC Address Fitering
Rogue &P Detection
Advanced
Wireless Bridge
General
Encryption
Services Settings
DHCP Server
SHMP Agent
User Management
List &l Uzers
Adddd Mew Liser
MonitoringReports
System Status
Bridging Status
Bridging Site Map
Wireless Clients
Adjscent AP List
CHCP Client List
System Log
Wigh Access Log
Systern Administration
System Upgrace
Factory Defaut
Remote Logging
Reboct
Ltilitie=
_____________________________________________________________________________|

Firmware Upgrade Local Configuration Upgrade




Upgrade procedure for WAB-2000

Firmwae Version 3.x 2 4.x
Digital Data Communications Asia Co., Ltd.
8F, No. 41, Lane 221, Gang-Chi Rd, Nei-Hu Dis., 114, Taipei, Taiwan
Http://www.digital-data.de ; Http://www.level1.com

Step 4: After the WAB-2000 is done with the “rebooting” that please access
http://192.168.254.254 instead of the default page as https://192.168.254.254 and the

username and password will become as admin/admin.
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Address !Q Pitp: {192,168, 254 254 I8 U

@ The page cannot be displayed

The page you are looking for is currently unavailable, The web
site might be experiencing technical difficulties, or you may need
to adjust your browser settings,

Connect to 192.168.254.254

Please try the following: L -1_‘\
i

Click the [#] Refresh button, or try again later,
If you typed the page address in the Address bar, | Rescue Image - Version 1.0 Build 1
sure that it is spelled correctly.
To check your connection settings, click the Tools] User name: [ ‘ﬁ adrin v|

and then click Internet Options. On the Connec
tab, click Settings. The settings should match thof Password:
provided by your local area network {LAMY admini
Internet service provider (ISP), [] Remember my password
See if your Internet connection settings are being
You can set Microsoft Windows to examine your ng
and automatically discover network connection sef]
your network administrator has enabled this settin
1. Click the Tools menu, and then click Inten
Options,
2. Onthe Connections tab, click LAN Settings.
3. Select Automatically detect settings, and then
click OK.
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Step 5: In system upgrade, select firmware file “WAB-2000 4.1.2.20.bin” and then

press “upload firmware” button.
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Step 6: After step 5, WAB-2000 will reboot automatically.
Please use “ping 192.168.254.254” to make sure whether the WAB-2000 is
ready. Go to Step 7 if the WAB-2000 does reply your “ping” well.

WINDOWSsystem 32ACMD. exe

Microzoft Windows XP [Uersion 5.1.2688]
C(C» Copyright 1785-2881 Microsoft Corp.

C:~Documents and Settings“ccd’ping 192.168.25%4.254 —t
Pinging 192.168_.254_.25%4 with 32 bhytes of data:

Reply from 192 .168_254_.25%4: bhytes=32 time<lms ITL=25%
Reply from 192 .168_254.25%4: hytes=32 time<ims TTL=25%
Reply from 192.168_254.254: hytez=32 time<ims TTL=25%
Reply from 192 _.168_254.25%4: hytes=32 time<lms TTL=25%
Reply from 192.168.254_.254: hytes=32 time<ims TTL=255
Reply from 192 .168_254_.25%4: bhytes=32 time<lms TTL=25%
Reply from 192 .168_254_.25%4: hytez=32 time<lms ITL=25%
Reply from 192 .168_254.254: hytes=32 time<ims TTL=25%
Reply from 192 .168_254.25%4: hytes=32 time<{lms ITL=25%

Ping statistics for 192.168.254_254:

Packets: Sent = 9. Received = 7. Lost = 8 <(B» loss>,.
Approximate round trip times in milli-—seconds:

MHinimum = Bmz, Maximum = Bmz,. Average = Bms
Enntrnl—c
H

C:~Documents and Settingsccd>_

Step 7: Login to the web management by https://192.168.254.254
The firmware is 4.1 Build 2.20 now.

The username and password will be crypto/officer

'3 WAB-2000 - Microsoft Internet Explorer
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WAB-2000 Wireless AP+Bridge
Version 4.1 Build 2.20

Usemame:
Passwaord:

[ 1 agree ta the terms and conditions below.
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Terms and Conditions:
This device is for authorized use only. Any unauthorized use of this product is prohibited.
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Step 8: Get in the web management and reset the WAB-2000 to be in Factory Default
manually.
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Address | https:[/192. 168,254,254 cgi-binfsgateway?PG=71
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Operation Mode: Wireless APIBridge hode
Username: enipto Host Hame: default (192.168.123.202)
aone Role: Crypto Officer
System Administration - Factory Default
System Configuration
Gereral Click Restore’ button to reset factory default
WAN
LAN
Wireless Access Point [Restore |
General
Security
MAC Address Filtering
Rogue AP Detection
Advanced
Wireless Bridge 3 i
i Microsoft Internet Explorer, ’z‘
Radio
Encryption e
MAC Address Fitering
Services Settings

DHCP Server

Admin User Management

List All Users

Add New User

User Password Policy
Meonitoring Reports.
System Status
Briciging Status
Briciging Site Map
Wireless Clients
Adjacert AP List
CHCP Client List

Logs

System Log

Web Access Log
System Administration
System Upgrade
Factory Defaut
Remate Logaing
Reboot
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&] Done
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Step 9: “Reset Factory Default” is done

] Gateway Configuration - Microsoft Internet Explorer

File Edit ‘View Favorites Tooks  Help
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Factory default configuration has been restored successfully.
Systerm Rebooting...

Main Page

&] Done
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Step 10: Go back to the main page and the job is done.

5 WAB-2000 - Microsoft Internet Explorer
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[ 1 agree ta the terms and conditions below.

Terms and Conditions:
This device is for authorized use only. Any unauthorized use of this product is prohibited.
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